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- @AS OPERATIONS

DEPARTIENT OF GAS SYSTEM DESIGN
3801 - 3923 STRENGTH TEST PRESSURE REPORT

(Per Goneral Order 112, Paragraph 209)

Date K/S//l z
Job Wo. Gy 14 S72

1. Project Deseription: _Losv gzm;cr &g: g S ey é/”/ //@ 2l -g N —

Hall Pipe
2. Pipeline Data: © Size Thickneas Spacifieations
(a) Mainline #7cv R 7o i3 zo0" 87.056101‘-250 M2
cerwe STA. [Yo§iry To 2256429 N T
PrPicenE Y - 5l A e .
(b) Design Uperating PFressure, maximum [ psig
(e¢) Stress at Max, D.O.P. psi; as % of yield

# 9 ® W

(d) Loecation class 'rype construction G Bon kegodiven x-in c,)

(e) Test Pressure __/ 3o2 M 4X psig;fluid gﬂ»£

(020 MILN. . paips {1
(f) Stress at Test Pressure pai; as % of yield

pai; n " " 1]
(g) Period of Test (See Imstrmction 3) . 2 Ays (& /0S¥ Ps/

3. Taest Data )
a) Datc and time started tost /0/( 1 Sty 9. £luid ueed G4S
roao s ssure 2 ;30 A AN - JC‘U T I

¢) Date and tine concluded test 5/ 21/ ¢ 2 !3p A .m actual test e

'P/le/g_g | S’/',g-, W

f. Date and 'bima Plpeline pla.eed in Oparation g(; ﬁé{.z oo P47
Name of PGEE Supozsor oonduotiz test SLZLLELDS
\ G 7

(h Who made test?

Gsneral Construction Department & S s

Division - LULE L b (PR ALTIONS
Oontractor (Indicate Name) -

Instructions: 1. Strength test is required for all mains to operate at hoop siress
of or more of the specified minimm yleld strength.

2. Test procedures sre to conform to the requirements of paragraphs
84103 and &1-4 (Sﬂction 2@) of C,P.U.Cs Gensral Order No. 112,

3. The test period shall bs guitable for the section of main to be
tested; but in no instance shall it be less than 1 hour efter
stabiliging of presmure.

4. Retain one copy of completed report in job file. Send one sopy to
Division Opsrating Deparitment and two to Department of Gas Systenm 1
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