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AS OPiRATIONS SFIT 1 of 2
DEPARTME T OF GAS SYSTEM DESIGN -
STRENGT' TEST PRESSURE REPORT
(Per Genera Order 112, Paragraph 209)

Date An ust 29, 1942

Job No. Gif 148721

1. Project Description: Construct 0O-inch gas transaission mein = Kettl man to Mor—n Bay
Seetion 1 -~ Pineline station 0H0 o 159425
ot N Wall Pipe
2. Pipeline Data:/ | Size Thickness Specifications
\ 200 80' of 0.344"  API X-52
(a) Mainline oM 4,012 0= 0,250 AT XG-AN
20" 11,833% of 0.250n APT X-52
(b) Design Operating Pressure » May mum 900 psig
psig
(¢) Stress at Max. D.0.P. 36,000 psi; as % of yleld 69
n n " n
(d) Location class T Type construction 4 (B on ror 1 crossings)
4] "
(e) Test Pressure 1, i - psig; fluad  sater
1,070 mini-,.in psig; " water
(f) Stress at Test Pressure 52,000 MAX. psi; as % of yield 100
43,000 MIN, psiy ®w m n " 83

(g) Period of Test (See Instructior 3) o honrs 55 nimites and tren rep essured
(see nex . sheet)

3. Test Data
(a) Date and tame started toe 7/1 /62, 150 Al s fluid used RS
(b) Date and time reached tew . pre. sure 7/15/52, 2:35 AM at 1,300 psi ,
(¢) DMate and time concluded test (7 "16/5>, 3:30 Pl , actual test pressure 1,253 psi,
(d) Dave and time Purging started 8-8-62 6350 » concluded 8-8-62 7:35 pm
(e) Date and tame Pipeline tied in g Sysiem  g8/57
(£) Dave and time Pipeline placed . 1 Overation .8
(g) Name of PG&E Supervisor conduc: ing test
(h) Who made test? River Construction Corvo:'ation

General Construction Department P. B. 072~ and J. 3. Paxton

Division - pipe Line Operations
Contractor (Indicate Name) - River ' mabruetisn Cornorstion

Instructions: 1 Strength test 1s reqiired for all mains to operate at hoop stress
of 20% or more of th: specified minimum yield strength. :

2. Test procedures are .o conform to the requirements of paragraphs .
841.3 and 8L1.L (Sec.ion 209) of C.P.U.C. General Order No., 112.

3. The test period shal. be suitable for the section of mair: to be
tested; but in no in .tance shall it be less than 1 hour after
stabilizing of press re.

L. Retain one copy of c.mpleted report in job file. Send one copy to
Division Operating D. pgrtment and two to Department of Gas Svstem
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