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IAS CT LRATIONS SHi J2 o002
DEPARTME T LF-GAS SYSTE=M DoSIGN
STRENGY T ST PRESSURE REPORT
(Per Genera . Order 112, Paragraph 209)

/_;,;,4:1:\\ Date Aum 75 29, 1962

GI 148721

Projact Deserfptiont _ gonstruct @ Dinsh pns Lrinsnisaion main = Ket'lrman t6 liorro Ba¥

(Scetion 1 ~ Piveline station 0400 to 159425)  (RLERCISSURE)

Wall Pipe

Pipeline Data: Size Thickness Specafications
o ' 20v 80" of 0.34/M X-52
(a) Mainline 20t 4,0121 of N0, 250m X040
20" _11,833' of 0.250Q" X-52
(b) Design Operating Pressure, ma .imum 900 psig
psig
(¢c) Stress at Max. D.0.P. 36,000 psi; as % of yleld
- 1} 1] n "
(d) Location class | T Type construction __ A (B on rc 14 erossings)
1] "
(e) Test Pressure 1.300 mrvd m psig; fluad veter
1,070 minit ™ _ psig;
(f) Stress at Test Pressure 52,000 MAX,  psi; as % of yield 100
MO-—}{I_N.“— pSl; ] " n " 83
(g) Period of Test (See Instructicn 3) 24 hours 55 minutes. Pressure stable at 1,282 psi
for 2 hours 50 minutes

Test Data
(a) Date and time started test _ 15 115%/42, 3:35 M, fluad used v ter
(b) Date and tame reached test pr.ssure 7/16/42, 3:20 P at_1.302 nsi
(c) Date and time concluded test A7/65, /: Fif » , actual test pressure 1,282 nsi
(d) Date and time Purging started 8¢ 350 AM  , concluded 1:45 PM to 4:35 B
(e) Date and tame Pipeline tied 11 w0 System 8/28/62, 8:00 P
(£) Date and time Pipeline placed in Operation ~8/>3/62, ©:00 PH
(g) Name of PG&E Supervisor condw ting test PR, Long. |
(h) Who made test? River Construction Cor.oration

General Construction Department P. E YLonz and J. ¥, Paxton
Divasion - Pipe Line Overations -
Contractor (Indicate Name) - five : Conztrvehion Carnaration

Instructions: 1o Strength test is required for all mains to operate at hoop stress

of 20% or more of the specified minimum yield strength.

2. Test procedures ar¢ to conform to the requirements of paragraphs
8L41.3 and 8h1.h (Section 209) of C.P.U.C. General Order No. 112.

3. The test period sh: 1l be suitable for the section of main to be
tested; but in no 11stance shall it be less than 1 hour after
stabilazing of pre:sure.

L. Retain one copy of zompleted report in job file. Send one copy to
Division Operating Oepartment and two to Department of Gas System
Design. o o AN
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