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' "_‘GAS QPZRATIONS
105442 e e
(Per Goneral Order 112, Paragraph 209)
Date _ August 29, 1962
Job Te. _ GM_ JAST2 o

Te

2s

3.

Division -~ Pipe Line 18
Controctor (Indicate lﬁm) =

Ingtructions: 1.

Project Deseription:

Mfset dri

test .
Pips
Fipeline Data: Spacifications
(a) Mainline e EeB2
(b) Dosign Operating Praossure, maximos __ﬂ_______ psg E
(c) Stress at Mi D.0.P. R . pﬂi; as % f_)f.}’ield R
0 (3] H 1)
(d) Loecation class _ _‘ Type construction ¢ S
N "
(@) Test Pressure _ peigiflvid ___ vetes
. paigs " .
(f) Stress at Test Pressure _ pei; as ¥ of yield __ I
pﬂi; a3 it " [ 3
(g) Period of Test (Sec Instruction 3) § _hours 13 minutes "8
Test Data
Ea; Date and time sterted tost 8/3 (55 ptey
b) Date and time reached test pregsure 8/3, /6: PM at 1,780 pel
(¢) Date and time coacluded test 8/3/6& T?* actual ‘best. ms WTe m
(d) Date and time Purging started eoncluded |
(e) Date and time Pipeline tied into System :i 100 P I
(f) Date and time Pipeline pleced im Operation V: /6 ‘I "]; | | o
(g) Name of PG&E Supervisor conduocting test "_, Faxvom B
(k) Who made tesd? . :':a...ni_.* n Corporation

: ¥ :

Strength test i3 required for all mains to operate at hoop stress
of 20% or more of the epecified minimum yield strength. -

2. Teat procedures are to conform %o i:.‘w requiremants of paragraphe
841.3 and 841.4 (Ssetion 209) of C.P.U.C. Gemeral Order No. 112.

3. The test period shall be suitable for the zsotion of main to bs
tested; but in no insfance shall it be lesa than 1 hour after
stabilizing of preesure.

4. Retain one copy of completed ropoxrt in job file. Send one copy o
Division Operating Dag.r‘&nant and two to Department of Gas System

Degign. maopO 432893. 1PJ
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