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“STRENGT} TEST PRESSURE REPORT ™
(Per Genera Order 112 » Paragraph 209)

g Date Au~.zt 29, 1962
Job No. G'I 172729
1 Projcc“o Descrlptlon: Construct 20=in~h pag teanemi saion main - Keklidi-aman +49 Y awnn 3ny
(Snc*ion © - Pipelire station 15942 to 555430 — REPRISSURL)
Wall Pipe '
2. Pipeline Data: Saze Thickness Specifications
(a) Mainline I 20N 39,921 of 0,25C" X =52
201 6741 _of 00,2871 X=52
(b) Design Operating Pressure, ma> imum ago psig
psig
(¢) Stress at Max. D.0.P. 36,000 psi; as % of yield 09
n n 1] "
(d) Location class 1 Type construction _A (B under -oad crossings)
uw "
(e) Test Pressure 1,300 mavim :_ psig; fluad vater
1,070 minir:- psig; "
(f) Suress at Test Pressure 52,000 MAX, psi; as % of yield 100
43,000 MIN psiz m n " 83

(g) Period of Test (See Ins{ructio: 3) 24 hours 15 winutes. Pressure 'eld steble at
1,158.5 psi from 1:20 PM to 3:4' PM, 7/17/62

3. Test Daca
(a) Date and time scarted test 7/ a/t9. 1:20 PH » fluad used iat - »
(b) Date and time reached test pre sure 7/18/632, 1:25 PM at 1,171 psi
(¢) Date and tame concluded test 7 17/57. 3:/0 B s actual test pressare . 1,158.5 psi.
(a) Date and time Purging started g.g.g> 6:50 AM , concluded B8-8-64 7:35 PM
(e) Date and time Pipeline taed in o System 8/28/62, 8:00 Pi
(£) Date and vime Pipeline placed .n Operation 8/25/80, 9:00 PM )
(g) Name of PG&E Supervisor gonduc' ing test P, B, Ioar ’

(h) Who made test? River Construction Corporation
General Construction Department P, B, Loy cnd J. VL Puxton
Division - pipc Iine Operations =
Contractor (Indicate Name) - River Cons*riction Cornaratdon

Instructioas: 1. Strength test is rec 1ared for all mains to operate at hoop stress
of 20% or more of ti : specified minimum yield strength, y

2. Test procedures are .o conform to the requirements of paragraphs

841.3 and 8L41.l (Sec .ion 209) of C.P.U.C. General Order MNo, 112.

3. The test period shali be suitable for the section of main to be
tested; but in no initance shall it be less than 1 hour after
stabilizing of press iwre. F enTU £ES 153-2 70

. Lh. Retain one copy of c mpleted report in Jjob file. Send one copy to o

Davision Operating D.-partment and two to Department of Gas System *YC
Design. ny-
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